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*Using Bluetooth Keys, Alfred Connect WiFi Bridge or connect 
3rd Party Smart Hub. † Sold Separately

LEARN MORE AT ALFREDLOCKS.COM

A SMARTER PIN PAD 
• Store up to 20 pin codes
• Create unlimited Bluetooth Keys for friends, family or contractors
• Create pin codes for different users
• Create one-time pin codes
• Create reoccurring codes
• Ideal for short-term rental applications

key features
• Unlock your door 2 Different ways: Pin Code or Mobile App
• Motorized Deadbolt with Touch Sensitive Screen
• Hardened steel roller for enhanced security
• Bump and pick proof with no visible cylinder
• Intertek 20-Min Fire Rated, 90-Min fire rating available upon 

request
• Bluetooth Enabled to connect to Alfred Home mobile App
• 128 bit encryption for piece of mind security
• Know who is entering your home and when with mobile alerts*
• Easy to Install with BILT digital video install guides
• Auto re-lock and One Touch entry features
• Voice Prompts in 5 Languages: English, French, Spanish, 

Portuguese and Mandarin
• Choice of 3 colour finishes: Black, Chrome or Gold
• Optional WiFi, Z-Wave and Zigbee Add ons † 

Control your lock using 
the Alfred Home app 

and open your door from 
anywhere with Alfred 

Connect

Alfred Connect 
WiFi Integration 

Bridge †

Alfred Z-Wave 500 
Series Modules †

- Smartthings
- Vera/Ezlo
- Hubitat
- RemoteLock

S P E C I F I C A T I O N

your smartphone is the smart key

Finish 3 Finishes - Black, Chrome or Gold

Latch Bolt Adjustable 2 3/4”, 2 3/8” backset, 3 faceplates square 
corner/round corner/drive in

Lock Handing Reversible

Key Override None - Available on DB2-B Model only

Touch Keypad Illuminated 12 button keypad

Length of Pin Code 4-10 Digits 

Power Battery (4AA)

Emergency Power Port Yes - USB

Temperature Tested -35 C to +66 C

Door Thickness 40mm-45mm (1-5/8” to 1-3/4”)
** Up to 60mm (2-3/8”) with Extension Kit (Sold Separately)




